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Version description

The new version client software has the following new features:
1. Control the alarm output function
In the preview interface, select a device and right click it, then you can select the “Alarm output”

option and a dialog will popup, show as below. Here you can trigger the alarm output device or
close the alarm output device.

Net Video Application Software
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2. Fortify or disarm all
In the preview interface, select a area and right click the icon. Then you can select the “Fortify

all” to fortify all the device under this area or select “Disarm all” to disarm all the device under
this icon. Show as below.
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Net Video Application Software

Export all of the configuration Files
Import all of the configuration files 2007 -09 -10

84 Channelld
@ Chanrel05 111111111111
{4 Channeld5
- {4 Channeld?
- {4 Channel0d
~{f#4 Channeldd
~{f#4 Channell0
{4 Channell1
{4 Channell2
~{f#4 Channell3
{4 Channell4
{4 Channell5
--{f@ Channell§
I=-&m ME
~{f Channeldl
{4 Channeld2
~{f# Channeldd
{0 Channelld
{4 Channelds
{4 Channelds
~{f# Channeld?
“{f Channeldd

om0
® Froas® O

® s O
O
80 0®®

| oList | —Gmup-hl

DD”E'”” “pPlay * “Record” “capture”
o0
D oog QE Oo0| [BE8E

3. Output the alarm sound from the sound card
Add the option of “output alarm sound from the sound card ” in the local configuration. It will be
effective after you select it. Show as below.
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Net Video Application Software
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4. Alarm monitor
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Add the option of alarm monitor configuration, the default port is 7200. Show as below.
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. {3 Channell

- {4 Channeln?

- {4 Channel0d

- {4 Channel0d

- Chanrel05

- Chanrellf

- Chanrel0?

{3 Channel0f

{3 Chanrel0d

{3 Chanrell0

{3 Chanrelll

- Chanrell2

{3 Chanrell3

{3 Chanrell4

- Chanrell5

- Channell§
=8 ME

o Channel0l

- Channel02

- Channel0d

- Channel0d

- Channel05

- Channel0G

- Channel0?

" Channel0d

List  Group

Play made

record mode:

Others

Wersion

|~ Cycle play

Play feature | Thiow ane B frame -

™ Hardware decodel ™ 1

[ Second

Alaim output

Cycle play time

Network feature

decode mode

20 Second (Suggest more than 205)

The least latency VI

Wideo output PAL m
v Output alarm sound from sound card Plarm monitor port |72EIU |
I~ Auto record ¥ Cyclerecord  File size 64 M -
Record start HD D [y - Record end HDD [=X% -
Alam log: Save log IDna wesek A Delete log IEvaly ore day -I
Operationlog:  Save log Igne T = Delete log IEvaly ohe day -

I~ Two Screen of Emap

[~ Check device system time Check time

¥ UserWarning Dialog

|-'u 0000

= Check time

File download save path |C:4DownLoad

Explare

Picture capture save path iD\P‘CtUTB

Configure file save path

iC:\S aveRemateCfgFile

Explore

Software version info

!\M 07 build 070827

Save

O

2007 -09 - 10

111111111111

00 0O



User’s manual of remote client software

5. Real preview the image while configure the hardware decode

In the mode of not preview but TV wall, you can preview the output image in the configure
interface.

6. In-phase playback function

First, select the “In-phase” option in the local playback interface, then click search icon and all the
channels that have record file in this period will be listed in the right. Select a channel and draw to
the play area, it will start the In-phase playback. While it is In-phase playback the multi-file in the
same channel will play continuous and the play speed will as slow as the most slow window.

7. Use the new version of the IP server

8. Improve the LOG function

Add the check time and user information options. Here the user information includes user login,
user exit and logout.

When the option “find log by user” is not selected, you can search the log by the device in the
right. After the option is selected, you can search the log by the user that be selected.

9. Drag play

In the shortcut mode: select the device and drag it to one window. All the channels of this device
will start play in this window.

In the group mode: select one group and drag it to one window. All the channels in this group will
start play in this window.

10. Record mode

Add the record mode up to 10 types and add a all day record mode (this mode can not be
modified)

12. Add the speed option while PTZ control

Add the scroll bar in the main interface (speed: 1~7)

13. Cancel the preset limitation

Support preset number up to 128 and just double click the preset in the preset configuration
interface to adjust the preset.

14. Add the function “start all the sequence” function, add this option in the popup menu when
you right click the window.

In the list mode: start all the DVR to sequence, if some channels of one DVR are previewing,
cycle all the channels according to the first channel that being previewed, the other channels that
being previewed will not sequence.

In the group mode: start all the group to sequence, if some channels of one group are previewing,
cycle all the channels according to the first channel of this group that being previewed, the other
channels that being previewed will not sequence.
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1 Introduction

This software is the network client software version 4.0.1 used for network stand alone DVR
and DVS. Support 3 different resolution of 1024*768, 1152*864 and 1280*1024. If the PC is not
worked in those resolution .it will display with the resolution of 1024*768.

The contents of this manual are subject to be changed without notice.
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2 Software Install, Uninstall and use

2.1 Install remote client software ver4.0.1

Stepl: Under Windows OS, double click “Client software (v4.0.1)” procedure, in the
following  dialog box as Fig 2.1.1 and enter into Fig 2.1.2.

Client software(v4.01) - InstallShield Wizard

Preparing 5etup
Fleaze wait while the InztalShield wWizard prepares the setup, "-:i. i

Client softvaarelvd. 011 Setup is preparing the InstallShield Wizard, which will quide wau thraugh
the rest af the zetup process. Pleaze wait.

Cancel

Fig 2.1.1 Client software installation

Client software(v4.01) - InstallShield Wizard

License Agreement

Fleaze read the following license agreement carefully.

To dizplay your license agreement, replace the License.bat file cumently located in the
Language Independent folder of the Setup Files pane.

MOTE: The test in wour licenze file should contain hard retumg after lines with more than
1.024 characters.

(%) | accept the terms of the license agreement

()| do not accept the terms of the license agreement

[ < Back H Mext » ][ Cancel ]

Fig 2.1.2
Step2: Enable the option “l accept the terms of the license agreement” and click “Next”
button to enter into next step.
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Client software(v4.01) - InstallShield Wizard

Customer Information

Fleaze enter pour infarmation.

Fleaze enter pour name and the name of the campany far which you wark.

Uszer Mame:

Company Mame;

|hikvision |

ImstallShield

[ < Back IL Mewst » J[ Cancel

Fig 2.1.3 Customer information

Step3: Input customer information and click “Next” to enter into next step.

@leem software(v4.01) -
Setup Type

InstallShield Wizard

Select the zetup type that best suits your needs.

Please select a setup type,

%) Complete

All program features will be inztalled. [Reguires the most digk zpace. ]

) Custom

Select which program features you want installed, Recommended for
advanced users.

Destination Folder

C:\Program Files\Client Software[v4.07)

InstallS

[ < Back ][ Nest > JI_ Cancel J

Fig 2.1.4 Destination folder

Step4: Select destination folder and click “Next” to enter into next step.

-10-
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Client software(v4.01) - InstallShield Wizard

Ready to Install the Program
The wizard iz ready to begin installation.

Click. Install to begin the inztallation.
IF you want o reviews or change ang of your installation gettings, click Back, Click Cancel to exit
the wizard,
InstallShield
[ < Back ]L Install J [ Cancel

Fig 2.1.5 Ready to install

Step5: Click “Install” to start installation shown as Fig 2.1.6.

Client software(v4.01) - InstallShield Wizard
Setup Status

Client software(vd.01] iz configuring your new software inztallation.

Inztalling

C:“Program Files\Client SoftwarelV'4.01]\tmplay. dil

(T |

| et alls hield

Catcel

Fig 2.1.6 Install process
Step6: After finish installation, installation completed dialog box will be popup.

-11 -
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Client software(v4.01) - InstallShield Wizard

InstallShield Wizard Complete

The InstallShield ‘Wizard has successiully ingtalled Client
zoftware[v4.01). Click Finish to exit the wizard,

< Back Canicel

Fig 2.1.7 Installation complete

Click “Finish” button to close the dialog box.
After client software installed, in PC “Start” -> “Program”, you can find the remote client
software.

2.2 Uninstall remote client software

Stepl: Double click the “Client software (v4.0.1)” procedure and following dialog will be
display:

Client software(v4.01) - InstallShield Wizard

Welcome

b adify, repair, or remowve the program.

Welcome to the Client software(+4.01] Setup Maintenance program. This program lets you
miodify the current inztallation. Click one of the options below,

%) Modify

Select new program features to add or select currently installed features to
TEMove.

Reinztall all program features installed by the previous setup.

Remowe all installed features.

< Back [ Memt = ll Cancel

Fig 2.2.1 Remove client software

Step2: Select “Remove” option and click “Next” to start removing remote client software.

-12 -



User’s manual of remote client software

Step 3: click “Yes” and the client software will uninstall by itself.

Client software(v4.01) - InstallShield Wizard

Welcome

Modify, repair, or remove the program.

WWelcome ta the Client zoftware[vw4.01] Setup Maintenance program. This program lets you
madify the current inztallation. Click one of the options belaw.

) Modify

Client software(v4.01) - InstallShield Wizard

0 Do wiou wank to complekely remove the selected application and all of its features?

[ s ] [ Mo

(%) Remave

@ Remowve all inztalled features.

< Back text = ]’ Caticel l

Client software(v4.01) - InstallShield Wizard
Setup Status

Client software(v4.01] is configuring your new software installation.

Uninztalling

C:“Program FileshClient 5 oftware[V'4. 01 [\Hikhd dPlugin. dil

Cancel

-13-
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Client software(v4.01) - InstallShield Wizard

Maintenance Complete

InztallShield Wizard has finished performing maintenance
operations an Client software(vd4.07].

<Back [ Finsh | | Cancel

Fig 2.2.2 Remove complete

Step3: After client software is removed completely, click “Finish” button to close the dialog
box.

2.3 Login and Exit

In Windows OS, click “Startup” -> “Program” -> “client software (v4.0.1)”. If it is run for the
first time an interface of register administrator will be popup (notice: the password of
administrator must be more than 6 words), shown as Fig 2.3.1. Otherwise login dialog will popup
(Fig 2.3.3):

Register administrator il

—Fleaze register one administrator

Administrator I

Login I
Yerify I
Fig 2.3.1

Input user name and password, click register, show as Fig 2.3.2 if succeed.

-14 -
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Register administrator

Blretarpsort N
/ l: Register administratar succeed!
TWE |

Fig 2.3.2 register succeed

Click “OK” to enter into login interface, show as Fig 2.3.3

Login . {

aUser TLame Il
Passwnrd: I

[ Modi £5 ] [ Login ] [ Cancel

Fig 2.3.3 Login

Input administrator’s username and password, click “login”, enter into main interface. Show as
Fig 2.3.4.

Network Video Software

15:20:36

2007-05-13

[ - | .
B OHDOEE p———

-15-
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Fig 2.3.4 Client software main interface

After the user input username, the corresponding password can be modified, modify succeed
after referring. Show as Fig 2.3.5

Login x|

& User name: I1

._] Paszword: I******

[ Modi £y ] [ Tarn ] [ Temee
~Password Information
Jma frrrrex
| Hew [k
| Verify [peickton]
| Submit | | Cencel

Fig 2.3.5 Modify password interface

Click the “exit” button on the right above corner in the main interface, an exit dialog will be
popup as following (Fig 2.3.6). Click “OK” to exit the client software.

Warning ]

] "_n.‘ Are you sure ko exik?
[ ]

R

Fig 2.3.6 Exit software
2.4 Preview image

After the device is configured (detail configuration please refer to the chapter 2.5.1), click
cancel or the button “Preview” above, go back to main interface show as Fig 2.4.1.

-16-
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Network Video Software

RGeSl

- Channel01
- Channel(2 2007-05-13
{8 Channel03
{8 Channe104
-1 Charnel05
-1 Charnel08
-1 Charnel07
-1 Charnel08
B8 2

-1 Charnel0L
-1 Charnel02
-1 Charnel03
-1 Charnel0d
-1 Charnel05
-1 Charnel08
-1 Charnel07
-1 Charne108
-1 Charne108
-1 Charnell0
-4 Charnelll
-1 Charnell?
-1 Charnell3
- Charnelld
-1 CharnellS
- Charnell8

| List | Group |

L EEEE e m m m
[ o
D Coo| |seedl OO0 [BEEE)

Fig 2.4.1 main interface
If client software administrator has setup surveillance spot, camera preview sequence, when
come back to the main interface, it will display according to the list mode. play mode, first, in
client software main interface, select preview windows number, click “Play” button, client
software will connect with corresponding DVR camera and display the live video stream. “Play”
button will be changed into “Stop” and camera icon on the left will change from «@B o « G
as shown in Fig 2.4.2. Press “Stop” to stop live preview.

-17 -
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Network Video Software

| Login | Preview | Om‘rﬁgure‘ Playback | User } E-Map Hide Exit
29! - N
E'"?_és %95-16-2007 Hed 13:34:56 d 05-16-2007 Wed 13:34:56 13:36:07
--g E:meigi A 2007-05-16
[ Chamnel0d
@ Channsl0S
@ Channsl08
[ Charmal07 PTZ Control
B Chamand NO VIDEO
[ Charmelll >
@ Channelll (i
@ Channel12
@ Channell3
@ Channelld
g E:x:ﬂ: Camera 01 Camera 02
@ CFocus® O
05-16-2007 Wed 13:34:56
® CZoom® O
@) [pres=t -
- G0 0@®9
TDetoult™
Camera 03 Preset
Alarminfo
List Group = = 00 0O
[ & ) () G=—=h v

Fig 2.4.2 live preview

2.4.1 Preview according to the group mode

Click the button “group” on the left and turn to the manage interface of group, if any channel
is previewing a alarm word “please stop playing first”, click play and it can play according to the
sequence of group, and camera icon will change from “B# 7 into § double click again, stop
previewing. It is the same as other function and short way.

2.4.2 Self definition preview

First select one preview window, then double click camera name listed on right side column,
display preview image. The camera icon will be changed from “E¥ jnto § double click
again, stop preview; also after double click device, all of the channel can play, double click the
group name to play all of the channel in this group.

2.4.3 Change preview window mode

The main interface of client software is 4 screen in default, also you can select a display
mode below the main interface show as Fig 2.4.3, you can click the button Fig 2.4.3.1 and enter
into the interface show as Fig 2.4.3.2 to select other display mode.

-18-
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[] » bl
[ 0L
Fig2.4.3 Fig2.4.3.1
[] L e L e e e )
Fig2.4.3.2

2.4.4 Enlarge one camera preview window

Select a image and double click to enlarge window size, double click again to display it in
full screen. Double click full screen window to restore multi-window screen mode.

2.4.5 Multi-window in full screen

Move the mouse to preview image, right click and select “Multi screen”. Double click mouse
left button to restore.

2.4.6 Front page/Next page

If you disable “Cycle” play mode, you can select “Front page” or “Next page” in right menu
to change preview cameras by hand.

2.4.7 Start cycle the channel of one device or one group

Cycle play the channel of one device: right click mouse in the channel being previewed, in
the popup right button menu (Fig 2.4.4), select “Start cycle” to start the channel of this DVR (only
one cycle play for every DVR). Double click the channel on the left or click the “Pause cycle” in
the menu to stop cycle. (notice: the time interval of cycle is the cycle play time in local configure)

Group of cycle play: click “group” to enter into group display interface, select a channel
that being previewed, right click and popup the menu show as Fig 2.4.5, click “start cycle group”,
and the channel in the group will be played cycle (every channel only can be played in one cycle
mode). Double click the list of group on the left or click “stop cycle group” to stop cycle.

Stark cycle Skart group cycle
[Mexk page [exk page
Front page Front page
Cpen sound Cpen sound
Mulkiscreen Multiscreen
Skart all cycle Skart all cycle
Skap Stop

Fig 2.4.3 Fig2.4.5

-19-
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2.4.8 Image capture

Select one preview window, click “Capture” button to capture present image and save it in
the configured PC path.
You can setup picture saving path in “Local setup” menu, refer to the chapter of “Local
setup”.

2.4.9 Setup video parameters

In network preview, you can adjust camera video parameters such as brightness, contrast,
saturation and hue, etc.
Operation: Select one preview window, click “Video para” button, in the following setup interface
(Fig 2.4.6), you can adjust video parameters. Click “Default” to restore factory parameters.

2.4.10 Remote PTZ control

First remote setup DVR RS485 (PTZ) parameters.
Select one preview window, click “PTZ” button, in the following PTZ control interface (Fig
2.4.7), you can remote control the corresponding camera PTZ.

2.4.10.1 Control PTZ:

Click PTZ icons to control direction, iris, focus, zoom, wiper, light.
(Notice: up left, down left, up right, down right are not supported at present)

2.4.10.2 Adjust PTZ preset

Just select a preset in the preset list; the first “preset” in the list is a null preset, if one preset is
selected, the list will back to “preset” after adjusting this preset.
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2.4.10.3 Set preset

Click “preset” to enter into the preset setup interface,

Add preset: after adjust PTZ, select the number of the preset that is not setup. Click “Add”,
popup “preset name” show as Fig 2.4.9, input name and click “OK”, this name will be add in the
list;

Modify preset: select a preset that is exist in the list, click “modify” and an interface will
popup (Fig 2.4.9); input the preset name, click “OK” to finish modify.

Delete preset: select a preset in the list that is exist already, click “delete” to finish.
PTZ Control

e = 1c| Preset

@me Ho. |Preset Tiame | -
o1
@ CZoom» O oz
o3

Frezat . o
®F E 04
G ( O e !;) =3
00 0w R
| [ ]]] o
0z
@ © @ 0 g g
LT 29

11 -

= Preszaet Il
TDetault ™

"add " "wodify” " Delete”

Preset 1]:4 C 1
Alarminfo Alarminfo ] [ AneE ]
Fig 2.4.7 Fig 2.4.8 Fig 2.4.9

2.4.10.4 Setup sequence

On the right side of client software main interface, right click camera name, in the popup
right menu shown as Fig 2.4.10.

Input corresponding parameters, Click “add” to add sequence number.

Click “OK” button to setup sequence time and sequence speed.

Click “delete” button to delete sequence number.

Notice: you must make sure whether the PTZ has this function first before configure.
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Sequence configuration |

—Sequence configzuration

Sequence ISequenceEll "I
Sequance Ho. |1 VI Freset IPresetDl :I - Add | [ Delete
Sequence time |2|:I Sequence |5 LI 0K

Fig 2.4.10
2.5 Configure

2.5.1 Device configure

Before access DVR or DVS, you must setup surveillance objects in remote client software.
After administrator login remote client software and enter into main interface, click
“Configure” icon to enter interface show as Fig 2.5.1.

Network Video Software

Login Preview | Configure| Playback User E-Map Hide Exit
10:56:25
2007-05-14
1
i —
.

FREEE

Group

List Group 0000

En

“PFlay " ThRecord ™ Ficture *

s:fmcfuic] R
] iooof
D ooo) QE ooo] 8558

Fig 2.5.1 main interface

2.5.1.1 Add areas

Right click the left window, if it is the first time to add, The menu (Fig 2.5.2) will popup,
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click “create root node”; otherwise, the menu (Fig 2.5.3) will popup, click “add area” and the
interface show as Fig 2.5.4 will popup.

Create rook node Create roat node
Addlarea Add area
Add/stream media server Add stream media server
Add device Add device
Gel device lag Get device log
Delete node Delete node

Fig 2.5.2 Fig 2.5.3

Area Properties il

Area Information

Area name: ||

Tpper area I

0k | | Cencel

Fig 2.5.4

Input the name of area and click “OK” to finish. (Notice: can’t add more than 50 areas )

2.5.1.2 Delete areas

Select the name of the area that you want to delete, right click and a menu will popup (Fig
2.5.3), click “delete node”, if in this area some of the channel is previewing or recording, a alarm
word will popup, click “OK” to come back.

2.5.1.3 Add stream media server

While you previewing, you can connect the device directly or through stream media server.
Right click the node in the left window, show as Fig 2.5.3. Select “stream media server” and
the interface show as Fig 2.5.5 will popup.
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x

Stiream media server

Stream media I | . . . Stream media IBDSD

Belong to area |1

0K ] [ Cancel

Fig 2.5.5

Input the IP and port NO of stream media server, click “OK” to finish. (Notice: if you setup
stream media server, the child stream will disabled)

2.5.1.4 Add DVR

Right click the node in the left window, show as fig 2.16.1. select “add device” and the
interface of server properties will popup.

Configure the server properties in this interface, input the server name, server IP, user name
and password, server channel, server network port, server type, server multicast IP, device serial.
The server IP and domain are single option, you can choose one of them to add the server. The
multicast IP is a D-class IP. Between 224.0.0.0 to 239.255.255.255, the multicast IP in the client
software and video server itself must be the same. It can be not setup if the network protocol don’t
select MCAST. (Notice: can’t add more than 50 devices)

Use three ways to connect server.

1. Use the server IP. Show as Fig 2.5.6.

Server Properties

—Server Properties Configuration

Server mame: | Server type: |iC |
i | Normal =] Server IF: |

User name:  |admin Password:  [Feee

Port! fsoo0 Channel B

Milticast | . . . DHS IF: |

Belong to area|l

Serial |

0k || Cencel

Fig 2.5.6
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2.Use DNS , show as Fig 2.5.7

If the DNS server IP is setup in the server and the IPSERVER is run in the DNS server. After
that you can connect through the DNS server. The client software will find the dynamic IP of
server through the server name or the server serial.

Input server name and DNS address (it does not needed to input IP), select “private domain”
register mode. Show as Fig 2.5.7.

While the server use the DNS function, if the server dynamic IP is changed, the client
software will find the new IP by itself when you operate the next step.

3.Use normal domain server, show as Fig 2.5.8.

In this way the server IP is not needed, just input the domain, the client software will connect
the corresponding server.

Server Properties

—Server Froperties Configuration

Server name: ItEStl Server type: I:H]: ;I
Register IPrivate Domain ;I I o .0 .0 .0
User name: Iadmin Fas=word: I*****

Fort: ISDDD Channel I8

Mlticast | . . . I¥S IF: 225 225 . zes . 2z
Belong to areall

Serial |

meel

Fig 2.5.7

—Server Properties Configuration

Server name: ItEStl Server type! IHJ: LI
Register INormal Domain LI Domain mame IWWW- yahoo. com. cn
User name: Iadmin FProsmamd I*****
Fort: IBDUD Channel IB
Milticast | . . . DN IE: | 1
Belong to areall
Serial |
(1) 4 meel
Fig2.5.8

After configuration click “OK”. You can find the added server in Fig 2.5.9.
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Network Video Software
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Fig 2.5.9 Add server interface

2.5.1.5 Define network preview channel sequence

In Fig 2.5.9, left column will list all DVRs and DVR channels. The right column will list the
channel preview sequence. Select one DVR on left side, click “>>" button, all channels of the
DVR will be moved to right column. Also select one camera on left side, press “>>" button to
move the camera to right column.

Select one camera in right column, click “<<” button to move it back to left column. Click
“Up” or “Down” button to change the preview sequence.
After setup, the sequence can be saved. You can check the same sequence next time. Show as Fig
2.5.10.
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Network Video Software
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Fig 2.5.10

2.5.1.6 Define group network preview channel sequence

Click the “group” button below the right window (Fig 2.5.9). If don’t create group before,
right click the window and a menu will popup show as Fig 2.5.11. If the group is created already, a
menu will popup when you select the group and right click, show as Fig 2.5.12.

Create group Create group
Delete group Delete group
Fig 2.5.11 Fig 2.5.12

Select “create group”, an interface will popup show as Fig 2.5.13, input group name and click

“O K”.
Group Properties x|

Group Il

[ & | | Cencal

Fig 2.5.13
Add channel into the group, please select some channel of some server and the group or the
channel in the group, click “>>" button and the channel will be added into the group in the right
column.
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Select one channel in the right column, if click “<<” button the channel will be delete; if
click “up” or “down” button, the sequence of the channel will be adjusted, and the channel play
sequence in the group network preview will also be adjusted.

2.5.1.7 Delete server

In left column of Fig 2.5.9, select one DVR, right click and select “delete node”. Press “OK”
in the popup warning message box to delete DVR and press “Cancel” to cancel deleting.
If the DVR is deleted, the related DVR channels and channel that in the group will be deleted.

2.5.1.8 Modify DVR parameters

In left column of Fig 2.5.9, select one DVR, double click. In the popup DVR properties
dialog box, you can change the DVR properties. Click “OK” to finish modification. But the
related channel in the right window and group will be delete.

2.5.1.9 Modify channel properties and network preview protocol

In Fig 2.5.10, select one channel and double click, in the popup dialog box shown as Fig
2.5.14, you can modify the camera properties, also you can select stream type (main stream or sub
stream), Click “OK™ after finishing.

Channel properties |
—Channel information

Charmel Charmel |1

Server name: Itest Servar IF: |1‘32.I:I.2.35

User name: Iadmin Password I*****

Hetworls ITCP LI Stream type: IM&in stream ;I

| o | | Cenca |
Fig 2.5.14

Notice: channel name, server name and server address can’t be modified.

2.5.1.10 View DVR local log

You can search the server status from client software.
In the device configure interface, right click one device and select “Get device log” in the
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popup menu, select a device in the popup window and select server, type, start date and end date,
click “Search Log”, client software will list the DVR local matched log information via network.

Fig 2.5.15 is the example. Click “Exit” to exit view log dialog box.

x|
E---al Search I).ll Vl Major type I)\ll Vl Minor type Il\ll ﬂ
o test
Start IZDDT- 514 | | 0:00:00 End time |20|:|7— 514 +| |23:59:59 =
I... I Loz time I Remote operator I Major ... I Minor type I AI
0oo1 2007-04-04 11:06:04 Operation Local logout —l
0ooz | 2007-04-04 11:06:13 Operation Local login
0003 Z00T-04-04 11:06:17 Operation Local start record
0oo4 | 2007-04-04 11:06:19 Operation Local logout
0o0s | 2007-04-04 11:10:26 Operation Local login
0006 Z007T-04-04 11:14:47 Operation Local logout
0007 | 2007-04-04 11:19:55 Operation Local login
0o0s | 2007-04-04 11:19:56 Operation Local stop record
o009 zZ00T-04-04 11:20:0% Operation Local start record
0010 | 2007-04-04 11:20:07 Operation Local logout
0011 2007-04-04 12:42:49 Operation Local login
001z z00T-04-04 135:435:11 Operation Local logout
0013 2007-04-04 13:45:22 Operation Local login
0014 | 2007-04-04 13:50:33 1 Operation Remote get para. ..
0015 zZ00T-04-04 135:50:354 1 Operation Remote get para. ..
0016 | 2007-04-04 13:50:4%2 1 Operation Remote get para. ..
0017 | 2007-04-04 13:50:44 1 Operation Remote get para. ..
0015  Z00T-04-04 135:50:44 1 Operation Remote get para. ..
0019 | 2007-04-04 13:50:45 1 Operation Remote get para. ..
0020 | 2007-04-04 13:50:45 1 Operation Remote get para. ..
o0z1 200T-04-04 13:50:46 1 Operation Remote get para. ..
0ozz | 2007-04-04 13:52:03 1 Operation Remote get para. ..
0023 | 2007-04-04 13:52:03 1 Operation Remote get para. .. LI
nned FONT=N4=Nd 13 -5%-03 1 Mraratian Ramata zat mava
fSearch log | [ Exit ]
Fig 2.5.15

2.5.2 Client software local setup

Local setup includes preview mode, client record mode, check DVR system time,

picture capture path, picture save path, etc. show as Fig 2.5.16
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Fig 2.5.16

2.5.2.1 Play mode

You can select the following play mode:

€ Software decode but not cycle (default mode).

€ Software decode with cycle mode (enable cycle mode option). You must input cycle
time.

€ Use hardware decode (select Hardware decode) without cycle mode.

€ Use hardware decode (select Hardware decode) with cycle mode (select cycle play).
Here you need to define “cycle play time”, we suggest the period is more than 20S.
Hardware decode will turn digital video into analog video to build TV wall.

Hardware decode mode: preview with TV wall, not preview but TV wall.

Preview performance: “Throw no frame”, “Throw one B frame” and “Throw two B frames”.

Network performance: “The least latency”, “The least latency”, “Less latency, more fluency”,
“The most fluent”.

The alarm output delay time is between 5s to 100s.

2.5.2.2 Client record mode

Client software can save the live stream from DVR via network.
Please select recording start HDD and end HDD.
If you enable “Cycle recording”, when there is not space in PC HDD, client software will
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start overwrite the earliest recorded files.

Record mode includes:

4 Manual recording, no cycle mode (default mode).

€ Manual recording and cycle mode (select “cycle record”).

€ Auto recording and no cycle mode (select “auto record”).

€ Auto recording and cycle mode (select “auto record” and “cycle record”).

Recording file size: it means how long one recorded file will be. If you select 64M, then
every 64M, client software will make a record file.

If you select auto recording mode, you must setup recording schedule. Press “Schedule” button to
enter into recording schedule setup dialog box. The detail parameter configuration you can refer to
client software record menu.

Notice: after the auto record parameters are changed, it will enable after reboot the client
software.

Auto record:

The client software is support the function of auto record.

Enter into “local configure” interface, select “auto record”, then click “Rec. Cfg” to enter
into the interface of record schedule, show as Fig 2.5.17.

First select “record mode schedule” to setup record mode; every record has one mode name
and 4 record periods; here the mode names can’t be the same, the null mode can’t be setup. Select
record mode and setup the parameters and click “save”.

Then select “record schedule”, if one channel is selected just select the time in the time
column, and select a record mode in the mode column, click “OK”. Select one device, and all of
its channels are configured.

If the software time enter into the setup time, regardless the channel is in status of live
preview, the client will start auto record, if related channel is previewing and the icon will become
28 if not the icon will become ol
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Record schedule
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Fig 2.5.17

Manual record

If the auto record is disabled, you can start/stop some channel recording manually while live
preview.

Operation: select one channel that is being previewed and click “record”, the record button
will become blue, start recording, click “record” again. The “record” button comes to default color
and stop recording.

Notice : when the client software do cycle record, it will start delete files if the capacity of every
hard disk is less than 2GB; if don’t cycle record, it will stop record if the capacity of every hard
disk is less than 2GB.

2.5.2.3 Log

In the “Save log” list, Select the save time of “Alarm log” and “operation log”, you can
select one year, half a year, three months, one months, half a month, one week.

In the “Delete log” list, you can select the interval to delete the “Alarm log” and “Operation
log”, select every three months, every one month, every half of month, every one week, every
three days, everyday.

Notice: the save log time must be longer than delete log time, otherwise, the software will popup
alarm information and the parameters will not be saved.
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2.5.2.4 Others

Check DVR system time: enable “Check DVR system time” and setup detail time, when the
time is reached, client software will send current PC system time to DVR via network, DVR will
adjust it’s system time to be the same as PC.

Download file saving path: The client software will save the DVR downloaded files in this
path.

Image capture saving path: Client software will save the captured image in this path.

Version info: record the release time of the client software.

2.5.3 Remote configure

Use the client software you can configure the parameters of the server.

Notices: the remote configure interface may be different because of different server. The
detail parameters configure please refer to the user manual of each server.

Click “remote configure” button to enter into the remote configure interface. If the selected
server’s type is ME, an interface will popup about the ME series. If the selected server’s type is
HC, an interface will popup about the HC.

2.5.3.1 Remote configure interface of HC series

2.5.3.1.1 Server configuration setup

Select a server in the “remote configure” interface, show as fig 2.28.
There are three parts: server configuration information, network configuration information
and server version information
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Server configuration information:

Server name: not more than 32 characters, 16chinese at most.

Device ID: the biggest NO is 255 if the firmware is 1.5 or above. And if the firmware is 1.4
the biggest NO is 100.

Cycle record: if you want to overwrite after the HDD is full, just select “YES”, if you want to
stop record after the HDD is full, just select “NO”.

The channel number, HDD number, alarm input number, alarm output number, server type,
server serial are can’t be modified.

Network configuration information:

IP address, port and mask: server static IP, port and mask. The default port is 8000.

NIC type: here are some options such as 10M/100M Auto and so on.

DNS host IP: the DNS server IP should be inputted while the server use private domain.

Multicast IP: when you use the multicast, you should input a D-class IP. Between 224.0.0.0
t0 239.255.255.255.

Gateway: if client software need go through the gateway to connect the server, you should
input a gateway.

NAS host IP and NAS directory: if use network store server, just input the NAS IP and the
directory.

Remote host IP and port: IP and port of the PC that used for receiving alarm information.

PPPOE parameters: if you want to use PPPOE dial up function, just select PPPOE and input
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user name and password.

Http port: it will be used when you use the IE to connect our server.

The MAC address and PPPOE IP can’t be modified.

Server version information:

Firmware version, Hardware version, Encode version and Front panel version can’t be
modified.

After the configuration is finished, click “confirm”. If need reboot, just click “Reboot”
button.

2.5.3.1.2 Channel configuration

Select “channel configuration” in the interface. Show as Fig 2.5.19.

Select channel: select one channel of the server.

Channel name: it can be modified, 32 characters at most or 16 Chinese words.

Stream type: if select main stream in the channel properties interface and both the video and
audio should be recorded, please select “video & audio”, if else just select “video” .Sub stream is
for network transmission.

Max bit rate: You can select 32kbps, 48kbps, 64kbps, 80kbps, 96kbps, 128kbps, 160kbps,
192kbps, 224kbps, 256kbps, 320kbps, 384kbps, 448kbps, 512kbps, 640kbps, 768kbps, 896kbps,
1Mbps, 1.25Mbps, 1.5Mbps, 1.75Mbps, 2Mbps and Self-definition.

Frame rate: Full (PAL: 25FPS NTSC: 30FPS), 20, 16, 12, 10, 8, 6, 4, 2, 1, 1/2, 1/4, 1/8,
1/16.(notice: 15,18 and 22 are special options and only some special server have. )

Image quality: 6 options (only effective for variable bit rate type).

Resolution: Default is CIF, other options are QCIF, 2CIF, DCIF and 4CIF. Only QCIF and
CIF can be select when it is sun stream.

Bit rate type: Variable and Fixed can be selected.

Frame type: BBP and P can be selected.

Recording schedule:

Enable “schedule” option, you can setup the record time, prerecord time, post record time.
Click “setup” button to enter into recording schedule setup dialog box shown as Fig 2.5.20.

Select record mode, if select all day record, only record type can be setup.

If finish the setup, click “confirm” button to return. Click “cancel” to return if you do not
want to save the configuration.

PreRec. time: Recording time options before alarm happened. The options are include no
prerecord, 5s, 10s, 15s, 20s, 25s, 30s, maximum.

Post record time: Recording time options after alarm stopped. The options are include 5s, 10s,
30s, Imin, 2min, 5min, 10min.
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Fig 2.5.20

Setup motion detection, video signal loss, view tamping alarm and privacy mask:
Select a option and setup the corresponding area , schedule and PTZ link.
Click “area setup” to enter into area setup interface., show as Fig 2.5.21
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Fig 2.5.21

Show motion detection area: select “Show motion detection area” and you can see the area
setup before.
Set motion detection area: Enable “Setup motion areas” option, press PC keyboard [Ctrl] key,
move mouse to prefer point, press mouse left button and drag mouse, you can draw one motion
area, release mouse to confirm one motion area. You can draw many areas for motion detection,
draw 4 areas for privacy mask and one area for view tamping alarm.

Select sensitivity: for motion detection you can select seven sensitivity options such as Close,
0 -- Minimum, 5 — Maximum. For the view tamping alarm you can select four options, there are
close, low, normal and high from left to right.

Click “schedule” to enter into schedule interface. Show as Fig 2.5.22.

The PTZ link is enabled in the period of schedule.
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Fig 2.5.22

Click “PTZ link” to enter into PTZ link configure interface, show as Fig 2.5.23.

Select trigger record channel: it can be only one or more.

Setup alarm handle method: select the PTZ handle method of this channel, it can be one
method or more.

After setup, click “confirm” button to save configuration and return. Click “chancel” button
if do not want to save configuration.

Setup OSD properties: you can select whether display OSD, display position, whether display
week, OSD properties(opaque&steady,opaque&flashing,transparent&steady, transparent&flashing,
no display). OSD type.

Setup the channel name properties: you can select whether display channel name and the
display position).

Overlay text: you can overlay text on the channel, 4 line at most, 44 characters at most for
every line.

After the parameters is setup, click “confirm”. If the server is need to reboot, just click
“reboot” button.

(Notice: the information and channel name in all time record, motion detection record, video
loss, privacy mask, and view tampering can’t be copied to other channels)
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2.5.3.1.3 COM configuration

Select “COM configuration” in the remote setup interface, show as Fig 2.5.24.

In this interface, you can setup the parameters of 232 and 485.
After the configuration, click “confirm”. If need to reboot the server, just click “reboot” button.
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Fig 2.5.24

2.5.3.2.4 Alarm configuration

Select “alarm configuration” in the remote setup interface. Show as Fig 2.5.25.
You can remote setup DVR sensor alarm parameters and the exception parameters.
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Fig 2.5.25

Alarm input response policy:
Select “method” option, click “schedule” button to enter into alarm response policy setup
interface shown as Fig 2.5.26:
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Confirm I Cancel

Fig 2.5.26
After the schedule finished, click “confirm” button and return. Click “cancel” if don’t want to
save the configuration.
Click “PTZ link” to enter into the alarm input link interface. Show as Fig 2.5.27.
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After the configuration is finished, click “confirm” to save the configuration and return. Click
“cancel” if don’t want to save the configuration.

Alarm output policy:

Click the alarm output “schedule”, and enter into the alarm output schedule setup interface.
Show as Fig 2.5.28.

Set alarm output schedule x|

Weeledar Monday

M Periodt o o o o — [0 4:]0 4
Meericiz [0 o [0 — [0 H: [0+
MPerios3 [0 H [0 — [oH: [0
MPeriodt |0 o [0 o — [0 4:]0

Copy to I'I'I'hl:ule week ;I %
Confirm I Cancel

Fig 2.5.28
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After the setup is finished, click “confirm” button to save configuration and return. Click

“cancel” if don’t want to save the configuration.
Exception configuration:

The Exception configuration includes HDD full, HDD error, network broken, illegal access,
video standard not matched, etc, also you can setup exceptions response policy.

2.5.3.1.5 User configuration

In the remote setup interface, select “user configuration”. Show as Fig 2.5.29.
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In this interface you can remote setup DVR users, including username, password, user rights,

etc.

Look the user right when you select the user.
If the user is exist, just right click the user and click “modify” in the popup menu. Select

“cancel” to return.

After finish, click “OK”, “Save Para.” button. Please reboot DVR to make the new

parameter into effective.
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2.5.3.1.6 Transaction configuration

Select “Transaction configuration” in the remote setup interface. Shown as Fig 2.5.30.

In this interface you can setup the parameters of the server Transaction configuration.

After the setup is finished, click “confirm” button. Please reboot DVR to make the new
parameter into effective, click “reboot” button.
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Fig 2.5.30

2.5.3.1.7 Others

In the remote setup, select “other functions”, showed as Fig 2.5.31.

User can remotely upgrade server or format Hard Disk in this interface.

Select “Remote Upgrade”, single click “Browser”, select upgrade file. Click “Upgrade” to
begin upgrade process. After the completion of upgrade, status tray will show “Status: Server
Upgrade finish”.

Select “Format Hard Disk”, select the disk you want to operate on (all or only one disk of
them), single click “Format”, the system will indicate that Format is under process. After the
process, it will indicate “Format Hard Disk Successful”.

NOTE: After the formation of hard disk, a reset of the equipment is indispensable. No other
operations are allowed during the formation process.
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2.5.3.2 Remote configure interface of ME series

2.5.3.2.1 Server parameters configuration

Select “server configuration” in the remote setup interface, show as Fig 2.5.32.

Server name: not more than 24 characters, 12 Chinese at most.

Cycle record: if you want to overwrite after the HDD is full, just select “YES”, if you want to
stop record after the HDD is full, just select “NO”.

Administrator password, super operator password and operator password: the different level
operator has different password. The password can not be null.

IP address, port and mask: server static IP, port and mask. The default port is 8000.

NIC type: here are some options such as 10M/100M Auto and so on.

DNS host IP: the DNS server IP should be inputted while the server use private domain.

Multicast IP: when you use the multicast, you should input a D-class IP. Between 224.0.0.0
t0 239.255.255.255.

Gateway: if client software need go through the gateway to connect the server, you should
input a gateway.

NAS host IP and NAS directory: if use network store server, just input the NAS IP and the
directory.

Remote host IP and port: IP and port of the PC that used for receiving alarm information.
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PPPOE parameters: if you want to use PPPOE dial up function, just select PPPOE and input user
name and password.

Firmware version, Hardware version, Encode version and Front panel version can’t be
modified.

After the setup is finished, click “confirm”. If need reboot, just click “Reboot” button.
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Fig 2.5.32

2.5.3.2.2 Channel configuration

Select channel: select one channel of the server.

Channel name: it can be modified, 32 characters at most or 16 Chinese words.

Stream type: if select main stream in the channel properties interface and both the video and
audio should be recorded, please select “video&audio”, if else just select “video” .Sub stream is
for network transmission.

Max bit rate: You can select 32kbps, 48kbps, 64kbps, 80kbps, 96kbps, 128kbps, 160kbps,
192kbps, 224kbps, 256kbps, 320kbps, 384kbps, 448kbps, 512kbps, 640kbps, 768kbps, 896kbps,
1Mbps, 1.25Mbps, 1.5Mbps, 1.75Mbps, 2Mbps and Self-definition.

Frame rate: Full (PAL: 25FPS NTSC: 30FPS), 20, 16, 12, 10, 8, 6, 4, 2, 1, 1/2, 1/4, 1/8,
1/16.(notice: 15,18 and 22 are special options and only some special server have. )

Image quality: 6 options (only effective for variable bit rate type).

Resolution: Default is CIF, other options are QCIF, 2CIF, DCIF and 4CIF. Only QCIF and
CIF can be select when it is sun stream.

Bit rate type: Variable and Fixed can be selected.
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Frame type: BBP and P can be selected.
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Recording schedule:

Enable “schedule” option, you can setup the record time, prerecord time, post record time.
Click “setup” button to enter into recording schedule setup dialog box shown as Fig 2.5.34.

Select record mode, if select all day record, only record type can be setup.

Fig 2.5.34
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If finish the setup, click “confirm” button to return. Click “cancel” to return if you do not
want to save the configuration.

PreRec time: Recording time options before alarm happened. The options are include no
prerecord, 5s, 10s, 15s, 20s, 25s, 30s, maximum.

Post record time: Recording time options after alarm stopped. The options are include 5s, 10s,
30s, 1min, 2min, 5min, 10min.

Setup motion detection:
Click “area setup” to enter into area setup interface, show as 2.5.35.

Show motion detection area: select “Show motion detection area” and you can see the area
setup before.

Set motion detection area: Enable “Setup motion areas” option, press PC keyboard [Ctrl]
key, move mouse to prefer point, press mouse left button and drag mouse, you can draw one
motion area, release mouse to confirm one motion area. You can draw many areas for motion
detection, draw 4 areas for privacy mask and one area for view tamping alarm.

Select sensitivity: for motion detection you can select seven sensitivity options such as Close,
0 -- Minimum, 5 — Maximum. For the view tamping alarm you can select four options, there are
close, low, normal and high from left to right.
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¥ |
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[T Set motion dets B A | .
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Fig 2.5.35

After the setup is finished, click “confirm” button to save configuration and return.
Click “cancel” if don’t want to save the configuration.
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Display LOGO: control whether to display LOGO.
Display OSD: control whether to display OSD.

After the setup is finished, click “confirm”. If need reboot, just click “Reboot” button.
(Notice: the information and channel name in motion detection record can’t be copied to

other channels)

2.5.3.1.3 COM configuration

Select “COM configuration” in the remote setup interface, show as Fig 2.5.36.
In this interface, you can setup the parameters of 232 and 485.

After the configuration, click “confirm”. If need to reboot the server, just click “reboot” button.
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2.5.3.2.4 Alarm configuration

Select “Alarm configuration” in the remote setup interface, show as Fig 2.5.37.

[ Ha}‘ A A Record A £ Pmra_l

In this interface, you can setup the parameters alarm parameters.

Alarm type: “normal close” and “normal open” can be selected.
Schedule: in the “schedule” option, setup the schedule of alarm input.
Trigger alarm output: select the trigger channel when the alarm happened.
Trigger channel: select the record channel when the alarm happened.
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2.5.3.2.5 Other functions

Fig 2.5.37

In the remote setup, select “other functions”, showed as Fig 2.5.38.

User can remotely upgrade server or format Hard Disk in this interface.

Select “Remote Upgrade”, single click “Browser”, select upgrade file. Click “Upgrade” to
begin upgrade process. After the completion of upgrade, status tray will show “Status: Server

Upgrade finish”.

Select “Format Hard Disk”, select the disk you want to operate on (all or only one disk of
them), single click “Format”, the system will indicate that Format is under process. After the
process, it will indicate “Format Hard Disk Successful”.

NOTE: After the formation of hard disk, a reset of the equipment is indispensable. No other
operations are allowed during the formation process.

-50 -



User’s manual of remote client software

Network Video Software
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Fig 2.5.38

List  Group

2.5.4 Alarm configure

Alarm linkage mainly used for completing the linkage of different alarm types. In the mode
of express playback, right click the equipment to set up or remove defense; if the menu shows “set
up defense”, then it means the device is not in the status of defense; otherwise the icon of the
device will change, and the menu change into “remove defense”. (NOTE: there are no setup or
remove defense operations in the mode of grouping playback.)

Network Video Softy Network Video Software

Skark voice talk
Server status

Start waice kalk

Server skaktus

e

----- {238 Charmel04 |

i ﬁl Channel(4
L MhannallS

I et -

Fig 2.5.39 Setup alarm Interface Fig 2.5.40 Remove Alarm Interface
Choose alarm linkage button in the setup interface:
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Fig 2.5.41 Alarm linkage button

Then we enter into the setup interface of alarm linkage, showed as Fig 2.5.42
Network Video Software
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Fig 2.5.42 Alarm linkage setup interface
Setup Procedures are listed as below:
1. In the middle of the interface, select one device from the list, the alarm type and alarm linkage
type status can still be edited.

2. Select one alarm type, in the alarm linkage type will display the current selected device’s
configured alarm linkage types, showed as the following pictures.

3. User can select or cancel O alarm linkage types.

4. Finally, click “Confirm” to save all the modification.
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Ela 1
5 test
o me

—Alarm type

() Sensor alarm

QO HID full alarm

Q) Video signal losz alarm

O Motion detect alarm

OIHID nat format alarm

QO HID read write failure alarm

) View tampering alarm

) Video input and output standard net matched alarm
(I T1legal access alarm

—A&larm link type

[ I58
DE—map alarm
DAlarm log
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Select “Pop up image when alarm comes”, when receive alarm from corresponding device
and corresponding alarm type, following image will pop; when receive multi-alarms
spontaneously, then they will queue in the alarm alignment according to order.
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Alarm image B
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flarm number in the waiting line

Hext ] | Exit |

Fig 2.5.43 Alarm linkage pop up image

Select electronic map alarm linkage, when receive alarm message, the corresponding hot spot
to certain channel will flash, user can click the flashing hot spot, and it will stop and the system
will consider it as being dealt with.

Select alarm log linkage, when receive alarm message, the alarm message list on the main
interface will show corresponding alarm information, double click any alarm message, the detail
information of that alarm will be showed as message.

Right click any alarm message, it will show a dialog enable you to clear the alarm
information list, otherwise, when the amount of alarm message reaches 5000, the system will
automatically clear all the alarm message.

Select alarm indicator light flashing, some alarm light will flash red in the main interface,
showed as Fig 2.5.44, click to check the alarm message then the system will withdraw the alarm
flashes. The first light indicates “signal alarm”, the second light indicates “motion detection
alarm”, the third “signal missing alarm or shelter alarm”, the fourth light indicates “all the other
alarm”

©O OO0 O

Fig 2.5.44 Alarm linkage indicator light

Notice: After devices are equipped, only after you choose alarm linkage type will the above
indicator light shows alarm.
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2.5.5 Local log

Select “Local log” button to enter into search log window.
Select area, server or channel in the right tree, select the log type, start time and stop time.
Click search icon, the related log will be listed. Show as Fig 2.5.45.
Network Video Software
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Fig 2.5.45
Click the list on the left, the log can be displayed day by day.
After search log is finished, click other button to return.

2.5.6 Card configure

First, enter into local setup, select card configure, decode mode and video output standard,
the card configure will take into effective after confirming. Here the decode mode of MD card
include: preview with TV wall, not preview but TV wall; in the mode of not preview but TV
wall only the image of TV wall is decode by MD card, the preview image is by software decode.
The video output standard has two mode: PAL and NTSC. This configuration should be the
same with the image in device and TV wall, if they are different, it may cause exception in the
TV wall. Show as Fig 2.5.46.
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Network Video Software
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Fig 2.5.46

After that you will enter into the hardware decode interface. Show as Fig 2.5.47.

Network Video Software
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Fig 2.5.47
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All of the serial number and output of the decode card will be displayed on the right. When
the output is not selected, show as above.

Hde  Exit

=1-fd 3113001881 650000

The area information show can’t be used. Show as above.

ACIF resz... | Device name | Channel name | Decode card senal number | Output name | Arei

i ]

[

Enabled the output (the default output is not second output), show as above.

Hide — Exit

=1 3113001 5821630000

Now, the area information show it is enabled.

4CIF res...l Device name | Channel name | Decode card zerial number | Output hame | Are

il >

|A
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Then go on the decode channel configuration. Select a channel on the left and pull into the display
area, so this channel can be played in this decode output of this area. If the resolution is CIF, the
most channels can be setup at one time are: 4 times the number of 4002MD or 8 times the number
of 4004MD; if the resolution is D1, the software can output the lest channels: 2 times the number
of 4002MD or 4 times the number of 4004MD.

Suggestion: the user had better setup the 4 output with CIF resolution or 2 output with D1
resolution for one 4002MD or 8 output with CIF resolution or 4 output with D1 resolution for one
4004MD, avoiding output error.

Right click can clear all the configuration in this area.

Network Video Software E

! Login ! Review ECDnﬁgure | Playback | User l E-Map ‘ Hide ! Exit E

= @1 = £ 311300881650000

=4 text Output! 02:34:33
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713

4CIF 155 | Devics name | Channel name | Decode card serial number | Outputname | Aret

[ Yes text Channel02 3113001881850000 Qutput! 1
Orves temt Chaninel0l 3113001881650000 Output 1

0000

>

» “ Play © “Record” “Capture”

<
Fig 2.5.48

When you are configuring none second output, if you right click the information in the list, it
can be delete, move up and down to adjust the play sequence. If modify the D1 resolution, the
software should be reboot to make it into effective. About the other configuration you just need to
re-play. If several channels in this area, it can be cycle played when you are previewing image
after you select the “cycle play” in the local configuration. Take the picture above for an example,
in the time of cycle play, play the first channel at first time, play second channel at second time
and so on.
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ACIF res... | Device name Channel name Decode card serial number | Output name | Are
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Move down
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Fig 2.5.49

For the same channel, it can be setup only once in none second output area. If you want to
second output, you can setup second output in the right list. Right click decode and select “for
second output”. Here, the configuration of related output can be clear after you click “clear
output” menu, show as picture above.

Hide ; Exit ; *
—6 ] 3113001 881650000 = Hide Eit
—L) 3113001881650000

0,  For second oukput w
Clera output
i) v For second oukput
Clera oukput:

Fig 2.5.50

After select second output, you can setup the second output configuration. Here the channels and
image resolution in each area of each second output are the same to the channels and image
resolution in each area of each none second output. And the channel for first play only can be
added into the first line to make second output.

4CIF res... | Device name | Channel name | Decode card serial number | Output name | e

I e N IO

Select camera
Delete

[
|

Fig 2.5.51

Right click the information with D1 icon in the list, click “delete” menu to cancel the second
output. Click “select camera” menu, and display the channel that be allowed second output in this
cycle, select second output in the popup interface and setup finish.

In the hardware decode mode, the button in the preview interface will disable, but the display
screen can be modified in the hardware decode configuration interface. The software support 1,4,9
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and 16 at present. If decrease the output screen, the channel that setup in the area below will be
clear it itself.

Network Video Software
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Fig 2.5.52

Notice: the button in this interface and preview interface are independent.

In the not preview but TV wall mode, click “play” button to output the image to the TV
wall, but don’t display image in the software interface. If you want to look the image in the
preview interface, just click “preview” to return, click “play”, and it will display the channel you
setup in the device configuration. If you want to output audio when it is decoding, right click in
the window and select audio output.

In the mode of preview and TV wall, you can’t play image in the hardware configuration
interface, if you want to preview, you should return and click “play”, now, the image play in the
preview interface is the image that output in the TV wall.

If you select “cycle play” in the local configure, both the preview interface and TV wall will
cycle play after you click “play”.

In the mode of preview and TV wall, only one screen display before your preview, click
“play” and the selected channel will be the first image. At that time, double click any image, the
image can be enlarged, and it will return after you double click again. In the status of not be
enlarged select one channel and click the channel, the channel played before will be changed into
the selected channel. If select one channel, right click and you can start the related audio.
Otherwise, this client software don’t support to output the decode card audio from the PC audio
out port.

Notice: the audio of each channel only can be output from two defined decode cards, the
audio can’t be output in the cycle play time.
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Besides, any channel can be operated, such as video parameter, PTZ, record and capture
picture.

Notice: when the PC LCD is locked, if you want to look the image in the hardware decode
interface, you need to re-play after cancel the lock.

2.6 Play back

Playback interface showed as Fig 2.6.1, select one button on the interface: local playback,
remote playback or image playback, then enter into the playback control interface.

Network Video Software

| Local | Remote || Picture |

[ by tine  Fila type [A1 ] [T Guery on card ¥ Card | -
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File name [ Start ti

|

Fleyback contrel infermation
~ T Delete file
—— ®GHEH®@@EEEE@E)

| g frane Eocward]————— o

Fig 2.6.1 Playback Interface

2.6.1 Local playback

Select channel from the left list, click “Search”, and all the file names and beginning time of
selected file type from this channel will be displayed in the right list.

User can drag a file to playback window or select a file and then click the play button to play
the selected file, and user can adjust selected playback window through the adjustment options in
the video parameter control center right below playback control information and file list.

User can select single or multiple files from the file list and click the lower right corner
“Delete file list” to delete the selected files.
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2.6.2 Remote playback

There are two types of playback in remote playback; one is by file type, the other is by time.
The default type is by file type if not select “by time”.

2.6.2.1 Playback by file type

Network Video Software
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Fig 2.6.2 Remote Playback by file type

Select channel, click ”search” button, all the names of files that meet the time and file type
condition will be displayed in file list.

User can drag a file to playback window or select a file and then click the play button to play
the selected file, and user can adjust selected playback window through the adjustment options in
the video parameter control center right below playback control information and file list. The left
two buttons in the playback control panel can be used to divide playback window.

Selected a single file or multiple files from the file list, click the “begin to download” at the
lower right corner, the selected files will be downloaded to the folder set in local setting. Right
after the beginning of download, the “begin to download” change into “stop to download”,
meanwhile the file name and download ratio will be displayed.
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2.6.2.2 Playback by time

Network Video Software
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Fig 2.6.3 Playback by time interface

Select playback by time in remote playback, and enter into playback by time interface. Select
channel and then click playback button to play the file of specific time span in this channel. Click
download button in the lower right corner to download this file.

Select any window that is playing, click “Begin to save” button, then pops up a “save as”
window.

After confirm, it will save the remote video recording file from present to the end of playback.
There are some control buttons in local playback and remote playback showed as below:

D ()@ @@ G R ED @ @
(3 () (im) () @) G 1 ED @) (19) (o1

Fig 2.6.4 Playback interface (Play Control)
The functions of each buttons are listed as below:
@ Play button, this button is used to play selected files in the search list, to restore pause, or
play file with normal speed in local playback and remote playback. In the playback by time, this
button is used to play remote video recording file with specific time span, restore pause, or play

file with normal speed.

i
O Pause button, used to pause ongoing file.
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| ]
OStop button, used to stop playing video recording file in present window.
@ o

Stop All button, used to stop all the playing files.

-4
mDecrease playback speed button, can decrease the playing speed to 1/16 of normal speed at

p

most.

g3
(_\)Increase playback speed, used to increase video playing speed, up to 16 times of normal

o T

speed at most.

i«
OBack to beginning button, used to return to the beginning of video recording files and restart
the playing.

[ 4
@Forward to the end button, used to increase the playback speed and reach the 99% of file.

|
OOne frame back button, only for local playback.

-
OOne frame playback button

el
OCapture image, used in non-paused or non-single playback.

2.6.3 Playback picture

Network Video Software
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Fig 2.6.5 Playback picture interface

To differentiate from local playback and remote playback, picture playback can search by
area or by equipment. Select one area, equipment or a channel, click “search”, then the names and
save time of the files which meet the specific time requirement will be displayed.

User can drag a file to the playback window, play selected pictures, and can browser pictures
in the playback control information panel. If user chooses automatic display, then the pictures will
be automatically displayed in previously set time span. The left two buttons in the playback
control panel can be used to divide playback window.

Control buttons are listed as below:

EE

Back to the previous picture button, until the picture played in present window is the first
picture of the list. The mentioned “previous picture” means the previous picture of the present
displayed picture in the search list of present window.

5:-" Forward to next picture button, until the picture played in present window is the last picture

of the list. The mentioned “next picture” means the next picture of the present displayed picture in
the search list of present window;

(=

pictures until every windows display the first pictures of lists;

Play previous picture button, when click this button, all the windows display previous

% Play next picture button, when click this button, all the windows display next pictures until
every windows display the last pictures of lists;

=/ “Save as” button, used to save present picture of present window
[T Ficture auto play Delay|? == Second

When user click auto picture display, then the window will display next picture. User will
have to reset the time lag. Besides, local playback, remote playback and picture playback all
support 4 windows simultaneous playback mode except remote playback by time:

=
H

1 window playback mode button

4 windows playback mode button

2.7 User right management

2.7.1 Add and Del Users

All the users except super user which is registered the first time user login the software are
related to certain area, that is only under certain area can add user. Showed as Fig 2.7.1:

-65-



User’s manual of remote client software

Network Video Software

Login Preview | Configure Playba

—aelectad user information

E‘a 1

E|£--_JJ test .

ﬁl e |_ Frohabit

e Chanme102 User mame: I
~{ai#i Channel03
~{ai#i Channel04
e Channe105 User type: IL-:-cal user
e Chann 106
e Channe107

oeman | S

g E:meﬁg Delete user
ok

-{ai Channelll
e Chanmel12
e Channel13
e Chanmelld
e Channel15

~{aii Chanmellf
=255 me

ifai Chanmel01

User lewel: Iﬁuﬂministratnr

el

Fig 2.7.1 Menu to add users

Click on certain area, then you can add new low level user; right click on some user, you can
delete low level user.

add x|

—User Information

Uzer || Paz=word: I
Uzer Iﬁ;dministratu:-r LI Verify I
User type: ILDE&l uzer ;I Belong to I1

(Level definition: registered super user> super user> advanced user> common user, and network
user> local user)

2.7.2 Modify Users and select right level

Select certain user, and all the relevant information, such as user‘s name. level. type and
forbidden information will be displayed in the selected user’s area. If the present logged user is
super user, then he can modify other users’ level. type and forbidden information except its own.
Meanwhile, user can low its own level.

Besides, super user and advanced user have the right to modify other selected users’ control
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authority, such as PTZ control. video parameter. Common users don’t have such authority. Right
click to select a certain authority type, then you can select or cancel all authorities. After authority
modification, you save the information. Showed as Fig 2.7.2:

Network Video Software

E\, 1 —Selected uzer information E"e Hetwork preview
El_ test . =01
(@84 Channel01 I™ Prohibit -]
{4 Channel0Z2 User name: Itext D o
'ﬂi Channel03 T e IAdministrator :I [+ i FTZ control
(a3 ChannelOd -9 ¥ideo parameter
{234 Channel0S Uger type: ILDC&l user d W Remote playback
{24 Channel0f F-§P Local record
(@i Chanrel07 ) Voice talk
ﬂi Charmel0F E‘" 1 [+ t Eemote configuration
{84 Chanmel0d g et
Fig2.7.2

Notice: Only have the user add certain authorities can he have the corresponding operation
control authorities.

2.8 Electronic Map

There is no map when you first log in Electronic map, and the interface is show as Fig 2.8.1
Network Video Software

child nade 14:21: 56

2007-05-17

Map c_onf\guratinri
Upper layer.

{8 Channal18
[=- &8 me

{84 Channal0l
{8 Channal02
{8 Channal03
{84 Channal04
{8 Channal05
{8 Channal08
{8 Channal07
{8 Channel08

[ | | | | |

Fig 2.8.1 Electronic Map Interface
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Right click the dark colored part of the interface, it will show a interface enables you to enter
the higher layer map relating to the present map or enter into Electronic Map setup (NOTE: there
is no entrance to this setup interface in multicast mode). Right click “root” in the electronic map

setup interface.
[

 Hide = Ext

=@ i child rode(C)
- rnodify nodelk)

Fig 2.8.2

Then popes up a dialog to add map, showed as Fig 2.8.3

E’UI‘ Please select the fit size of bitmap ————

narne: Iﬂ #

path: I Load(L) |
m Cancel{C) |

Fig 2.8.3 Interface to Change Map
Click and confirm “Successfully add root map” after selecting map. Right click the map as
the above shows if need to change or add map, showed as Fig 2.8.4:

|
" Hide @ Exit

add child nodelc)
radify nodei )

Fig 2.8.4 Interface to Change Map

If your selection is not the root map, then you can choose to add brother maps or delete
present maps. The process to add brother maps is the same as when we add root map.
|
Hide : Exit |

=--i@ china I

add braother nodela)
add child nodeiC)
delete current noded[n)
modify node(k)

2.8.5 Interface to Change Map
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NOTE: the size of map is limited to 5M per map.
Right click on the map to add different icons for alarm spots.

hot spot x|

hokspat bype

OO0 A Y ©
@ 00 0 O

2@

o (=4
o 8

nanme:; I

QK I Cancel{iC)

Fig 2.8.6 Hotspot Information Interface

And the alarm spot is in correspondence with the present equipment in the left. After
successful add, the setup interface is showed as Fig 2.8.7:

Network Video Software

=@ hikision =@
= & test @ hilvisien el
{34 Channeld1 (% S B B i |
{3 Channell2
34 Charnell3 W, 2007 - 07 -03
{3 Channelld { o
{34 Channells
{34 Channel0§
{34 Channeld?
“- @1 Channell8

Hotzone list

hikeision

RemovelR)

Exit (X)

Fig 2.8.7 Electronic Map Interface

The spot name in the hot spots list in the lower right corner is the lower layer map belongs to
the present map. Select one map from the lower right corner hot spots list, press Shift (or Ctrl) at
the same time, then you can add (or delete) hot area on the map. The red area is corresponding to
the unselected hot spots list, while the blue area corresponds to the selected hot spot list.

Besides, you can click “delete” to erase all corresponding areas; and you can click “exit” to
exit the setup interface.

If you have set electronic map alarm, then corresponding hot spot will flash when alarm
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comes. Click on this hotspot, and it will be considered to be dealt with, then the hotspot will stop
flashing until new alarm comes. Click on channel-corresponding hotspot, the small window below
the electronic map will display images from this channel. Click “Confirm”, shut down images
from this channel. Besides, right click the window below the electronic map, then all the opened
channel images will be shut down. Showed as below:

2.9 Change User

Click the Login on the main interface, input username and password in the popup dialog to
change user.

2.10 Voice Talk

In the mode of fast playback, select one equipment with right button, then you can talk with
this equipment, showed as Fig 2.10.1 (There is no such operation in the Multicast Mode.)

Network Video Software

EL- . A5-17-200

Skark voice kalk

Server status

o84 Channe104
2% Channe105
2% Channe106
o84 Channe10T
~{a%4 Channe103
~{a#4 Channe109

Fig 2.10.1 Voice Talk

NOTE: A client can only support one voice talk, so a new voice talk will terminate another
ongoing voice talk (if there is another). When some equipment is connected by some client, then
other clients’ request for connection will be rejected.
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2.11 Server status

You can use client software to view Server current work status.

Select one Server and click the right button of the mouse, click “Server Status” in the popup
dialog box and then click “Fetching Status” button, client software will display server current
work status. Fig 2.11.1 is the example to display Server work status. After inquiring Server work
status, click “Quit”.

server work status x|

Server test Device local 0K
Surveillance spot status

Surweillan. .. I Record I Signal statusl Hardwars =. .. I Client lin. .. I Current bit ... &
Surweillane. .. Ho re... 0K [1):4 1 T94056
Surweillanc. .. Ho re... V¥ideo sign... COK u] 191645
Surweillanc. .. Ho re... VWideo zign... COK u] 190778
Surweillane. .. Ho re... 0K [1):4 0 1] =
Surweillane. .. Ho re... 0K [1):4 0 1]

Surweillane. .. Ho re... 0K [1):4 0 1]

Surweillane. .. Ho re... 0K [1):4 0 1]

Surweillanc. .. Ho re... OK 0K ] o

Surweillane. .. Ho re.. . 0K [1):4 0 1] i
iulr | ¥
HOD =tatus

HOD Hao. I HODl capacity ... I Free space (ME) I HOD =tatus I -~
HODO1 152627 100430 hotive

HODOz 0 1]

HODO3 0 1]

HODO4 0 1]

HODOS 0 1]

HODO& 0 1] b
HODOT 0 1]

HODOS 0 1]

HODog 0 1]

HOD10 0 i hd|

[ Refresh ] [ Exit l

Fig 2.11.1 Server work status

2.12 Lock function

When the mouse is moved to the top right hand corner, there will show a Lock icon as Fig
2.12.1, click this icon, and then the client will enter into the locked status, at this moment any
operation to the client is invalid. When click the icon again, there will show a dialog box
confirming username and password. After inputting the present username and password, the client
will get unlocked.

[
Exit \_i"‘ I
___

Fig 2.12.1 Lock interface
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2.13 Hide function

Click the “Hide” button in the main interface, the client will minimize to the system tray.
Showed as Fig 2.13.1: double click the icon to return the client.

| o {+ QK D

Fig 2.13.1 Hide Function
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